
GREASE TRAPS
environmentally friendly
kitchen filtration systems

For technical information and
sales support, please contact

FRESHMESH® stainless steel filtered
grease trap patent No 9519706.7

Operation

The FRESHMESH® filtration system removes most solid matter from waste
water before it enters the drain. As waste water enters the trap, lighter grease
and oil separate and float on the water and solid particles settle down to the
bottom of the filter cassette. As it drains, the water is drawn down through the
filter cassette, reducing turbulence and filtering out more solid matter The
water is then drawn up through the integrated air trap to the main drain.

Maintenance

Your cleaning cycle will depend on the volume of material running through the
filter, but cleaning should be done when the trap is cold. Most of our cus-
tomers clean the filter at the start of the working day after grease and fat have
solidified overnight.

Cleaning

Cleaning cycle depends on volume of use. Cleaning should only
be done at the start of the working day when system is cold.
1. Unclip the lid, remove lid, wipe the lid clean and set aside.
2. Using a sieve, skim out any grease that you can see.

3. Open low level drain valve (if fitted) and drain the the unit.
4. Close low level drain valve (if fitted).
5. Lift out filter cassette (basket), empty and clean the basket.

.
6. Flush out the unit with hot soapy water.

7. Refit the filter cassette (basket).
8. Replace the lid; re-hinge all clips, closing the side clips first,

and then the clips at the pipe ends.

Using a dosing system

Swan stainless steel filtered grease traps are designed to be compatible
with the Swan Freshflo Bioactive Dosing System. Either mains or battery
operated, the Swan Freshflo Bioactive Dosing System is a state-of-the art
system that automatically dispenses a measured amount of the reliquification
agent. This can be released manually or automatically at preset times
( . Please ask for details.

2 Year Warranty

If it’s our fault, we’ll fix it. We will replace a faulty unit by return on
receipt of the grease trap and proof of purchase, subject to appropriate
application, installation by a qualified plumber and proper maintenance.
(This excludes the neoprene lid seal )

PLEASE NOTE THAT SOLID WASTE FROM THE GREASE TRAP
SHOULD BE DISPOSED OF HYGENICALLY WITH GENERAL WASTE

Spare and replacement lid seals are available
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Installation
Swan stainless steel filtered grease traps come fully assembled
and ready to fit by a qualified plumber. Prior to installation, please
allow 100mm all round to allow for unclipping the lid.

To install
1 If fitting into an existing system, check that drain pipes on the outlet
side have been cleaned.

2 Set the stainless steel brackets ��� �������
� to the required
inlet/outlet height. Allow minimum height for removal of the
filter cassette at installation stage.

3 Connect to inlet and outlet spigots using standard Multifit
connectors ��
	 �������
�.

4 Wherever possible, the low level 15mm pipe must be connected to
the main drain with a shut off valve ��
	 �������
�� This will aid the deep
cleaning operation.

5 Fill sink and check outflow.

6 Once fitted, return the warranty card supplied with the unit to
activate customer support.

Protect your pipes and drains
from blockage using the unique
FRESHMESH® filter system, patent
no. 9519706.7

High efficiency filter protection
complies with all Water Authority
standards to date.

Significant advantages in fitting,
performance and cost over cast
iron and other stainless steel
alternatives

Designed for quick inspection
and easy cleaning when
required
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